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4.5 mm (.177 cal) / 5.5 mm (.22 cal) / 6.35 mm (.25 cal)LW 12 Grooves (4.5 mm & 5.5 mm) / LW 6 Grooves (6.35 mm)820 fps‑840 fps With 8,44 Grain* (4,5 mm)  860 fps‑870 fps With 18,13 Grain* (5,5 mm) 860 fps‑880 fps With 25,39 Grain* (6,35 mm)130 Shots With 8,44 Grain (4.5 mm)60 Shots With 18,13 Grain (5,5 mm)35 Shots With 25,39 Grain (6,35 mm)78 cm46 cm275 cc (0.275 LT)400 Bar240 BarEN AW 7012 T6YesYes 10 Rounds (4,5 mm) / 10 Rounds (5,5 mm) / 10 Rounds (6,35 mm)Lever Ac�onManualMechanically Adjustable 500 to 750 gr370 mmSynthe�c4,00 Kg

CaliberBarrelMuzzle Velocity
Number of Stable Shots (At 1 Fill)
Overall LengthBarrel LengthAir Tube CapacityAir Tube PressureAir Tube Filling PressureAir Tube MaterialRegulatorModeratorMagazine CapacityMechanismSafetyTriggerLength of PullStockTotal Weight

MODEL zeon  TECHNICAL SPECIFICATIONS *Not applicable in countries where barrel muzzle velocity is limited by laws. Barrel muzzle velocity and Joule values are adjusted according to the laws of the relevant country.
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Brown  GreyCamo  Black 





laminated blue
laminated green

PRO
4.5 mm (.177 cal) / 5.5 mm (.22 cal) / 6.35 mm (.25 cal)LW 12 Grooves (4.5 mm & 5.5 mm) / LW 6 Grooves (6.35 mm)770 fps‑800 fps With 8,44 Grain* (4,5 mm)  860 fps‑890 fps With 18,13 Grain* (5,5 mm) 870 fps‑900 fps With 25,39 Grain* (6,35 mm)175 Shots With 8,44 Grain (4.5 mm)75 Shots With 18,13 Grain (5,5 mm)45 Shots With 25,39 Grain (6,35 mm)110 cm58 cm275 cc (0.275 LT)400 Bar240 BarEN AW 7012 T6YesYes (Pro & Compe��on Models Only)12 Rounds (4,5 mm) / 10 Rounds (5,5 mm) / 9 Rounds (6,35 mm)Bolt Ac�onManualMechanically Adjustable 500 to 750 gr350 mmTurkish Walnut / Laminated Stock3,5 kg

CaliberBarrelMuzzle Velocity
Number of Stable Shots (At 1 Fill)
Overall LengthBarrel LengthAir Tube CapacityAir Tube PressureAir Tube Filling PressureAir Tube MaterialRegulatorModeratorMagazine CapacityMechanismSafetyTriggerLength of PullStockTotal Weight

MODEL PX‑5 pro  TECHNICAL SPECIFICATIONS

wooden

*Not applicable in countries where barrel muzzle velocity is limited by laws. Barrel muzzle velocity and Joule values are adjusted according to the laws of the relevant country.



sport laminated green
sport wooden

sport
sport laminated blue
4.5 mm (.177 cal) / 5.5 mm (.22 cal) / 6.35 mm (.25 cal)LW 12 Grooves (4.5 mm & 5.5 mm) / LW 6 Grooves (6.35 mm)770 fps‑800 fps With 8,44 Grain* (4,5 mm)  860 fps‑890 fps With 18,13 Grain* (5,5 mm) 870 fps‑900 fps With 25,39 Grain* (6,35 mm)175 Shots With 8,44 Grain (4.5 mm)75 Shots With 18,13 Grain (5,5 mm)45 Shots With 25,39 Grain (6,35 mm)110 cm58 cm275 cc (0.275 LT)400 Bar240 BarEN AW 7012 T6YesYes (Pro & Compe��on Models Only)12 Rounds (4,5 mm) / 10 Rounds (5,5 mm) / 9 Rounds (6,35 mm)Bolt Ac�onManualMechanically Adjustable 500 to 750 gr350 mmTurkish Walnut / Laminated Stock4,4 kg

CaliberBarrelMuzzle Velocity
Number of Stable Shots (At 1 Fill)
Overall LengthBarrel LengthAir Tube CapacityAir Tube PressureAir Tube Filling PressureAir Tube MaterialRegulatorModeratorMagazine CapacityMechanismSafetyTriggerLength of PullStockTotal Weight

MODEL PX‑5 sport  TECHNICAL SPECIFICATIONS *Not applicable in countries where barrel muzzle velocity is limited by laws. Barrel muzzle velocity and Joule values are adjusted according to the laws of the relevant country.





.22 (5.5mm) ‑ .25 (6.35 mm) ‑ .30 (7.62mm) ‑ .357 (9mm )42 cm ‑ 60 cm ‑ 70 cmCarbon Fiber Tube꞉ 350 cc ‑ 500 cc – 700 cc / Aluminum Tube꞉ 500 ccCarbon Fiber / AluminumCarbon Fiber Tube 300 Bar / Aluminum Tube꞉ 200 BarYesUNF 1/2"70 cc ‑ 100 cc ‑ 120 cc5,5 mm / 6,35 mm 10 RoundsLever Ac�onManualMechanically Adjustable 500 to 750 grAdjustable ‑ 360 mm / 370 mmFolding Synthe�c2,75 ‑ 3,0 kg

Caliber Op�onsBarrel Length Op�onsAir Tube Capacity Op�onsAir Tube Material Op�onsAir Tube PressureRegulatorMuzzle ThreadPower PlenumMagazine CapacityMechanismSafetyTriggerLength of PullStockTotal Weight
MODEL SPARK  TECHNICAL SPECIFICATIONSE F F E C T OA I R  G U N S
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