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TECHNICAL SPECIFICATIONS

STOCK

Turkish Walnut Wood

Adjustable Comb

Neutral stock that

fits to right and left handed ussers
Butt pad for comfortable shooting

MECHANISM

Bolt action mechanism

Reversible bolt posion for left and
right handed shooters.

Bolt open safety as a secondary safety
apart from the safety lever.

TRIGGER
Aluminium trigger guard

Trigger weight: 500 gr to 750 gr (Adjustable)

2 stages adjustable mechanical trigger

Easy to use safety lever in front of the trigger

Length of pull: 350 mm

MAGAZINE
10 shots capacity magazine

MOUNTING
Picatinny rail

AIR TUBE

Tested at 400 bar

Fill pressure is max. 250 bar

EN AW 7012 T6 aluminium material
Cylinder capacity 300 cc (0,3 It)
Undetachable cylinder, fixed

Air filing nozzle with a filling probe
Regulator inside the air tube

BARREL

LW 12 grooves rifled barrel

SPECIFICATIONS

NOISE REDUCTION

Silencer

MANOMETER
CALIBER: .22 cal. (5,5 mm)
BARREL LENGTH: 58 cm
BARREL SPECIFICATIONS LW 12 Grooves Barrel
MAGAZINE CAPACITY 10
CYLINDER CAPACITY 300cc(0.3Lt.)
REGULATOR YES
FILL PRESSURE 250 bar
TEST PRESSURE 400 bar
VELOCITY 860 fps - 890 fps
SHOTS PER CHARGE 75 shots @ 18,13 grain
CYLINDER MATERIAL EN AW 7012 T6
STOCK Turkish Walnut
NOISE REDUCTION Silencer
LENGTH OF PULL 350 mm
SAFETY Manual
TRIGGER WEIGHT 500 gr to 750 gr (Adjustable)
WEIGHT 3,5 kg
TOTAL LENGTH 110 cm




